
features/benefits
• Self-contained DC-DC Converter: Fully Functional; Needs No Additional External Capacitors or Components

• 6 Sided Metal Case: Shields Against Radiated Emissions and Susceptibility

• Internal EMI Filter: Limits Conducted Emissions

• 250kHz Current Mode Topology: Fully Regulated Output With Low Ripple and Fast Transient Response Time

• On-Off Control Function: Connecting On-Off Input to VinRTN Inhibits Output

• Short Circuit Limited: Protected Against Output Overloads and Short Circuits

• Fully Isolated: Inputs to Outputs and Case 2000VDC, Outputs to Case 1000VDC

• Transients Tolerant: Works Through Any Voltage Excursion Within the Input Range

• Compact, Encapsulated Construction: Small Footprint with Long Life and Reliable Operation in Severe Operational Environments

• Two Grades Available: Economical, Effective Tailoring to Applications Requirements

model: 375        
input Range : 425-850vdc

50 Watt Wide input DC-DC converters feature single and dual outputs 
for 610VDC and similar Vetronics applications
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dual outputs
parameter condition units outputs
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50W Wide input DC-DC converters feature single and dual outputs 
for 610VDC AND SIMILAR Vetronics applications

375-D12CR

mechanical specifications
Size

Enclosure

Construction

Pins

Weight

Mounting

3.75 L x 2.00 W x .495 H inch

Full metal, CRS

Encapsulated sealed

.040 alloy

125g typical

Chassis (CH) mount, any orientation provided baseplate is heatsunk

pin functions
1 2 3 4 5 6

Function for Single Outputs

Function for Dual Outputs

On-Off Control

On-Off Control
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part numbering construction key

single 
S5.0 
S5.2 
S10 
S12 
S15 

dual
D5 
D12 
D15 
D3.3/5 

375 mounting 
c = chassis

grade level
c = commercial
r = rugged

example: 375-d12cR

      MODEL           |           OUTPUT TYPE & VOLTAGE           |           ENCLOSURE          |          GRADE

S24 
S28 
S48 

model: 375        
input Range : 425-850vdc

375
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