
features/benefits
• Three Terminal Buck POL Regulator: Optimally Functional With External Capacitors 

• 6 Sided Metal Case: Shields Against Radiated Emissions and Susceptibility

• 200kHz Current Mode Control: Fully Regulated Output With Low Ripple and Fast Transient Response Time

• On-Off Control Function, Each Output: Connecting Input to VinRTN Inhibits Each Output Independently

• Non-Isolated I/O: For Intermediate Bus Applications

• Short Circuit Limited: Protected Against Output Overloads and Short Circuits

• Compact, Encapsulated Construction: Small Footprint with Long Life and Reliable Operation in Severe Operational Environments

• Two Grades Available: Economical, Effective Tailoring to Applications Requirements

• Other Outputs: Other Secondary Output Voltages/Combinations Available.  Consult Factory.

model: 376 5vdc        
input Range : 4.5-5.5vdc

40 watt ruggedized 5 Volt input non-isolated triple output POL 
regulators for FPGA and accessory applications

376

3.3

6.00

86

20

30

40

output A
parameter condition units outputs
Vout

Iout

Efficiency

Line Reg

Load Reg

Vout Ripple

Setpoint +/-  2%

Vin min-max

Rated Load

Vin min-max

10% to Rated Load

Rated Load, 20MHz BW

DC Volts

Amperes

Percent Min

mV max

mV max

mVpp max

0.8

10

79

20

20

30

1.0

10

80

20

20

30

1.2

10

81

20

20

30

1.5

10
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20

20

30

1.8

10
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30

30

2.0

10
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output B
parameter condition units outputs
Vout

Iout

Setpoint +/-  2%

Vin min-max

DC Volts

Amperes

0.8

4.00

1.0

4.00

1.2

4.00

1.5

4.00

1.8

4.00

2.0

4.00

2.5

4.00

3.3

3.3

output C
parameter condition units outputs
Vout

Iout

Setpoint +/-  2%

Vin min-max

DC Volts

Amperes

0.8

4.00

1.0

4.00

1.2

4.00

1.5

4.00

1.8

4.00

2.0

4.00

2.5

4.00

SELECT ANY COMBINATION OF OUTPUTS A, B AND C



40 watt ruggedized 5 Volt input non-isolated triple output POL 
regulators for FPGA and accessory applications

376-T3.3TR

376-T3.3TR

376-T3.3TR

mechanical specifications
Size

Enclosure

Construction

Pins

Weight

Mounting

2.55 L x 1.80 W x .495 H inch

Full metal, CRS

Encapsulated sealed

.040 alloy

65g typical

Thru-Hole PWB (TH) or Chassis (CH) mount, any orientation provided baseplate is heatsunk

pin functions
1 2 3 4 5 6

Function for Single Outputs Case Cmn Rtn NU On-Off Ctrl Vout A On-Off Ctrl Vout COn-Off Ctrl Vout B

7 8 9 10 11 12 13
Vin Rtn Vin + Cmn Rtn Cmn Rtn Output A Output B Output C

OUTPUT A
T0.8 
T1.0 
T1.2
T1.5
T1.8
T2.0
T2.5
T3.3

376 mounting 
T = Thru hole
c = chassis

grade level
c = commercial
r = rugged

part numbering construction key      Select Any Combination of Outputs A, B and c

example: 376-T3.3tR

        MODEL           |           OUTPUT TYPE & VOLTAGE           |           ENCLOSURE          |          GRADE

model: 376 5vdc        
input Range : 4.5-5.5vdc

376

Data 25°C baseplate  Products AND specifications are subject to change without notice.

revisION C - 6/19/2015

OUTPUT B
/0.8
/1.0
/1.2
/1.5
/1.8
/2.0
/2.5
/3.3

OUTPUT C
/0.8
/1.0
/1.2
/1.5
/1.8
/2.0
/2.5
/3.3


