
features/benefits
• Self-contained DC-DC Converter: Fully Functional; Needs No Additional External Capacitors or Components

• 6 Sided Metal Case: Shields Against Radiated Emissions and Susceptibility

• Internal Multi-mode EMI Filter: Limits Conducted Emissions to MIL-STD-461F Requirements

• 200kHz Current Mode Flyback Topology: Fully Regulated Output With Low Ripple and Fast Transient Response Time

• On-Off Control Function: Simple Logic Level Input Inhibits Output

• Output Voltage Adjust Function: User Adjustable Vout in +/- 10% Increments via External Resistor

• Short Circuit Limited: Protected Against Output Overloads and Short Circuits

• Fully Isolated: Inputs to Outputs and Case 500VDC, Outputs to Case 100VDC

• Transients Tolerant: Works Through 77 - 135VDC input range of EN50155 110VDC Systems

• Compact, Encapsulated Construction: Small Footprint with Long Life and Reliable Operation in Severe Operational Environments

• Two Grades Available: Commercial -40°C to +85°C and Rugged -55°C to +105°C

• Effective Tailoring to Applications Requirements

model: 383 110vdc        
input Range : 77-135vdc

10 watt ruggedized DC-DC converters for 110v railroad/railway		
applications offer unparalleled variety in output voltage selection 
and 461F EMI performance 
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mechanical specifications
Size

Enclosure

Construction

Pins

Weight

Mounting

2.07L x 1.07 W x 0.37 H inch

Full Metal CRS

Encapsulated sealed

.040 alloy

65g typical

Thru-Hole PWB (TH) mount, any orientation provided baseplate is heatsunk
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model: 383 110vdc        
input Range : 77-135vdc

383
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pin functions
1 2 3

Function for single Outputs Vin+ Vin Rtn On-Off Control

single
S3.3
S5.0
S5.2
S7.5
S10
S12

383 mounting 
T = Thru hole

grade level
c = commercial
r = rugged

part numbering construction key

example: 383-s5.0tc

MODEL           |           OUTPUT TYPE & VOLTAGE           |           ENCLOSURE          |          GRADE

S15
S24
S28
S48

Data 25°C baseplate 	 Products and specifications are subject to change without notice.
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